[-80/ SaN PABLO DAM ROAD INTERCHANGE |MPROVEMENTS

L ocation Map
Existing Conditions:
TheexistingSan Pablo Dam Roaaver F80is anarrow4-lane (2 lanes each directiobjidge
with no shoulders or turn lanes. There are currently nasiowalls on bah sides of the
bridge. The bridge vertical clearance abo0lis below current Caltrans standargiich
makes it prone to accident®uring peak periodgraffic backug extendin both directionson
San Pablo Dam RoadLeft turns into Amador Streetre currently not allowed from San Pablo
Dam Road westbound direction resultinguimnecessargut-of-the-way travel. To the north of
the F80/San Pablo Dam Road ligee ElPortal Driveinterchangewhich consists of an isolated
(separated from interchga) westbound oframp and a partial diamond interchange that are
separated by a 25@0ot-long frontage road that runs parallel t80. The partiainterchange
(missing one or more rampspnsists of a westbound efdmp and eastbound oand off
ramps, vhich are connected by the El Portal Drive undercrosdioghe south of the-80/San
Pablo Dam Road, aisolated offramp serves McBryde Avenuelhe close proximity of El
Portal Drive westbound eramp andMcBryde Avenue offramp contributes to the congies
on the freeway and interferes with access to and from the San Pablo Dam Road.

There is an existing pedestrian bridge eé80Ithat serves the Riverside Elementary School. The
overcrossing is located east of the terminus of Riverside Avenue and meated to the



